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COVER WITH SIPHON

Code Description Dimensions (mm) Weight Colour Pkg. / Pallet

POZ09-1361S Cover with siphon 300 x 300 2,000 kg/pc. Grey 1 pc. / 240 pcs

POZ09-1371S Cover with siphon 400 x 400 3,079 kg/pc. Grey 1 pc. / 126 pcs

POZ09-1391S Cover with siphon 450 x 450 5,000 kg/pc. Grey 1 pc. / 120 pcs

POZ09-1381S Cover with siphon 550 x 550 10,000 kg/pc. Grey 1 pc. / 80 pcs

MATERIAL Made of PP (polypropylene).
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POZ09-1361S 282 282 29 20 134 mm

POZ09-1371S 378 378 37 21 178 mm

POZ09-1391S 427 427 48 25 178 mm

POZ09-1381S 530 530 63 34 178 mm
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2. USE
Used to ensure the inspection of the catch-pit.

Specification Description Unity Price

Dak.D.POZ09.13x1S

Supply and installation of catch-pit cover with a central siphoned pre-assembled grating which allows the collection and the flow of 
the water, preventing the emission of unpleasant odours.
Available sizes from 300 x 300 to 550 x 550 mm.
Made of PP (polypropylene).
Used to ensure the inspection of the catch-pit.

Dak.D.POZ09.1361S Dimension 300 x 300 mm.................................................................................................................................................................................................................................................................... pc. -
Dak.D.POZ09.1371S Dimension 400 x 400 mm................................................................................................................................................................................................................................................................... pc. -
Dak.D.POZ09.1391S Dimension 450 x 450 mm.................................................................................................................................................................................................................................................................... pc. -
Dak.D.POZ09.1381S Dimension 550 x 550 mm..................................................................................................................................................................................................................................................................... pc. -
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