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Code Description Dimensions (mm) Weight Colour Pkg. / Pallet
ZIN32-1680/D2 Spacers for starting base 2 50 gr. /box. Grey 100 pcs. / - box.

ZIN32-1680/D3 Spacers for starting base 3 60 gr. /box. Grey 100 pcs. / - box.

ZIN32-1680/D4 Spacers for starting base 4 70 gr. /box. Grey 100 pcs. / - box.

ZIN32-1680/D5 Spacers for starting base 5 80 gr. /box. Grey 100 pcs. / - box.

ZIN32-1680/D10 Spacers for starting base 10 100 gr. /box. Grey 100 pcs. / - box.

MATERIAL Made of plastic material.

SPACERS FOR STARTING BASE

3. TECHNICAL SPECIFICATION
Specification Description Unity Price

Dak.B.ZIN32.1680/Dx
Supply and installation of element for starting bases available in different thicknesses.
Made of plastic material.
Used to cover and protect the insulation board at both sub-window and window sill.

Dak.B.ZIN32.1680/D2 Dimension 2 mm......................................................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/D3 Dimension 3 mm......................................................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/D4 Dimension 4 mm......................................................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/D5 Dimension 5 mm......................................................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/D10 Dimension 10 mm....................................................................................................................................................................................................................................................................................... box. -

2. USE
Used to cover and protect the insulation board at both sub-window and window sill.
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