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Codice Descrizione Misure (mm) Peso (kg) Colore Pkg / Pallet

GRO03-3290 Gasket h 12 - l 170 - p 15 0,96 Black 12 pc. / 720 boxes

1. CODE REGISTRY

2. DESCRIPTION

MATERIAL Made of EPDM foam

Made of EPDM (Ethylene-Prophlene Diene monomer or gum ethylene propylene Diene) is an indispensable element to allow a greater 
expansion of the gutter channel in the event of thermal shocks of some importance.
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GENERAL FEATURES Requirements

Material EPDM foam

Colour Black GRO03-3290

FISICAL AND MECHANICAL FEATURES Test conditions Value Method

Heat reversion 65° C 
30 min. in air NO DEFORMATION EN ISO 607

ANNEX C

VICAT point (VST) 50° C/h
50 N ≥ 75° C EN ISO 2507

DIMENSIONAL DATA Unit Value

h mm 12,00

l mm 170,00

p mm 15,00

h
p

l

3. FEATURES

Code Description Unit Price

Dak.R.GRO03.3290

Supply and installation of gasket for gutter
Dimensions:  h 12 - l 170 - p 15 mm
Made of EPDM foam
Use to allow a greater expansion of the gutter channels in case of thermal shocks 

Dak.R.GRO03.3290 Black..................................................................................................................................................................................................................................................................................... pc. -

4. TECHNICAL SPECIFICATION


