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1. Unique product-type identification code:

TER11-2213
ANCHOR 10 mm - LENGTH 60
TER11-2214
ANCHOR 10 mm - LENGTH 70
TER11-2216
ANCHOR 10 mm - LENGTH 90
TER11-2218
ANCHOR 10 mm - LENGTH 110
TER11-2220
ANCHOR 10 mm - LENGTH 130
TER11-2223
ANCHOR 10 mm - LENGTH 150
TER11-2224
ANCHOR 10 mm - LENGTH 180
TER11-2225
ANCHOR 10 mm - LENGTH 210
TER11-2226
ANCHOR 10 mm - LENGTH 240

2. Type number, lot number, series number, or any other item that 
allows identification of the construction product:

THE PRODUCTION LOT INDICATED ON THE LABEL 
AFFIXED TO THE PALLET PACKAGING

3. Intended use of the construction product, in accordance with the 
relevant harmonized technical specif ication, as intended by the 
manufacturer::

ANCHORAGE OF THERMAL CLADDING TO THE WALL 
IN THERMAL COATING SYSTEMS ACCORDING TO 
ETAG 014

4. Name, registered trade name or trademark, and address of:

  
DAKOTA GROUP SAS
Via Pitagora 3
37010 Affi (VERONA) - ITALY

5. Construction product performance constancy evaluation and ve-
rification system:

SYSTEM 2+

6. The notified body ETA-Danmark A/S - Goteborg Plads 1 - DK-2510 
Nordhayn, issued the European Technical Assessment ETA 12/0292 
according to ETAG 014 and carried out the initial inspection of the 
production facility and factory production control (FPC) and the sur-
veillance, evaluation and continuous audits of the FPC according to 
the 2+ system by issuing the factory production control certificate 
1220-CPR-1669.

7. Declared performance:

NRK in the categories of support kN Technical specification

Cat. A Concrete
- C 20/25 (EN 206-1)
- C 50/60 (EN 206-1)

0,39
0,42 pt. 5.4.2 ETAG 014

Cat. B Solid brick
(EN 771-1) 0,47 pt. 5.4.2 ETAG 014

Cat. C Hollow brick
(EN 771-1) 0,22 pt. 5.4.2 ETAG 014

NRK Characteristic resistance at load tension

8. The product performance in items 1 and 2 is in accordance with 
the declared performance in item 7. This declaration of perfor-
mance is issued under the sole responsibility of the manufacturer 
referred to in item 4.

Signed for and on behalf of:

Zeno Cipriani - Legale Rappresentante
Dakota Group S.a.S.

(Signature)

Brentino Belluno - 08-10-2018
(Place and date) 


