
26 September, 2018 - rev.2
TECHNICAL DATA SHEET

ROOF
pag. 
1/1

This data sheet supersedes and replaces all previous ones. The information contained herein is accurate to our present knowledge.
Dakota Group S.a.S. assumes no responsibility or liability with respect to the information given. Dakota Group S.a.S. reserves the right to change speci cations and models without prior 
notice. Dakota Group S.a.S. - Via Don Cesare Scala, 55 - Brentino Belluno (VR) - Italy - tel. 045-6284080 - fax. 045-6284075 www.dakota.eu - info@dakota.eu or ufficio.tecnico@dakota.eu

ROUND COLLAR

Code Description Dimensions (mm) Weight Colour Pkg. / Pallet

COL01-7100/8C Galvanized steel round collar - 2 pcs./pack ø 80 0,140 kg/pc. Steel 50 boxes / 1.200 boxes

COL01-7100/10C Galvanized steel round collar - 2 pcs./pack ø 100 0,140 kg/pc. Steel 50 boxes / 1.200 boxes

COL01-7100/12C Galvanized steel round collar - 2 pcs./pack ø 120 0,140 kg/pc. Steel 50 boxes / 1.200 boxes

COL02-7200/8C Pre-painted round collar - 2 pcs./pack ø 80 0,102 kg/pc. Brown 50 boxes / 1.200 boxes

COL02-7200/10C Pre-painted round collar - 2 pcs./pack ø 100 0,140 kg/pc. Brown 50 boxes / 1.200 boxes

COL02-7200/12C Pre-painted round collar - 2 pcs./pack ø 120 0,140 kg/pc. Brown 50 boxes / 1.200 boxes

COL03-7300/8C Copper round collar - 2 pcs./pack ø 80 0,140 kg/pc. Copper 50 boxes / 1.200 boxes

COL03-7300/10C Copper round collar - 2 pcs./pack ø 100 0,140 kg/pc. Copper 50 boxes / 1.200 boxes

COL03-7300/12C Copper round collar - 2 pcs./pack ø 120 0,140 kg/pc. Copper 50 boxes / 1.200 boxes

MATERIAL Made of galvanized steel, pre-painted steel or copper.
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2. USE
Used for fixing the downpipes to the wall.

Specification Description Unity Price

Dak.R.COL0x.7x00/xC
Supply and installation of round collar for downpipes, packed in blister (2 pcs./pack) and completed with screws and anchors.
Made of galvanized steel, pre-painted steel or copper.
Used for fixing the downpipes to the wall.

Dak.R.COL01.7100/8C Ø 80 mm..................................................................................................................................................................................................................................................... pc. -

Dak.R.COL01.7100/10C Ø 100 mm................................................................................................................................................................................................................................................... pc. -

Dak.R.COL01.7100/12C Ø 120 mm................................................................................................................................................................................................................................................... pc. -

Dak.R.COL02.7200/8C Ø 80 mm..................................................................................................................................................................................................................................................... pc. -

Dak.R.COL02.7200/10C Ø 100 mm................................................................................................................................................................................................................................................... pc. -

Dak.R.COL02.7200/12C Ø 120 mm................................................................................................................................................................................................................................................... pc. -

Dak.R.COL03.7300/8C Ø 80 mm..................................................................................................................................................................................................................................................... pc. -

Dak.R.COL03.7300/10C Ø 100 mm................................................................................................................................................................................................................................................... pc. -

Dak.R.COL03.7300/12C Ø 120 mm................................................................................................................................................................................................................................................... pc. -
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