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CLOSED VALLEY FLASHINGS

Code Description Dimensions (mm) Weight Colour Pkg. / Pallet

LUC43-1088 Pre-painted flat valley flashings from 18 x 18 to 30 x 30 3,50 kg/pc. Brown 6 pcs. / 48 pcs.

LUC43-1089 Pre-painted flat valley flashings from 30 x 30 to 50 x 50 4,80 kg/pc. Brown 6 pcs. / 36 pcs.

LUC43-1090 Pre-painted flat valley flashings from 50 x 50 to 80 x 80 6,80 kg/pc. Brown 6 pcs. / 30 pcs.

LUC45-1091 Copper flat valley flashings from 18 x 18 to 30 x 30 3,50 kg/pc. Copper 6 pcs. / 48 pcs.

LUC45-1092 Copper flat valley flashings from 30 x 30 to 50 x 50 4,80 kg/pc. Copper 6 pcs. / 48 pcs.

LUC45-1093 Copper flat valley flashings from 50 x 50 to 80 x 80 6,80 kg/pc. Copper 6 pcs. / 30 pcs.

LUC43-1088C Pre-painted valley flashings for roof tile from 18 x 18 to 30 x 30 3,50 kg/pc. Brown 6 pcs. / 48 pcs.

LUC43-1089C Pre-painted valley flashings for roof tile from 30 x 30 to 50 x 50 4,80 kg/pc. Brown 6 pcs. / 48 pcs.

LUC43-1090C Pre-painted valley flashings for roof tile from 50 x 50 to 80 x 80 6,80 kg/pc. Brown 6 pcs. / 30 pcs.

LUC45-1091C Copper valley flashings for roof tile from 18 x 18 to 30 x 30 3,50 kg/pc. Copper 6 pcs. / 48 pcs.

LUC45-1092C Copper valley flashings for roof tile from 30 x 30 to 50 x 50 4,80 kg/pc. Copper 6 pcs. / 48 pcs.

LUC45-1093C Copper valley flashings for roof tile from 50 x 50 to 80 x 80 6,80 kg/pc. Copper 6 pcs. / 30 pcs.

MATERIAL Made of painted sheet or copper.
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2. USE
Used to connect the elements of the chimney on the roof.

Specification Description Unity Price

Dak.R.LUC4x.10xx
Supply and installation of Closed valley flashings, adjustable on 4 sides for roof tiles or canadian shingles.
Made of painted sheet or copper.
Used to connect the elements of the chimney on the roof.

Dak.R.LUC43.1088 from 18 x 18 to 30 x 30 mm.......................................................................................................................................................................................................... pc. -

Dak.R.LUC43.1089 from 30 x 30 to 50 x 50 mm........................................................................................................................................................................................................ pc. -

Dak.R.LUC43.1090 from 50 x 50 to 80 x 80 mm....................................................................................................................................................................................................... pc. -

Dak.R.LUC45.1091 from 18 x 18 to 30 x 30 mm.......................................................................................................................................................................................................... pc. -

Dak.R.LUC45.1092 from 30 x 30 to 50 x 50 mm........................................................................................................................................................................................................ pc. -

Dak.R.LUC45.1093 from 50 x 50 to 80 x 80 mm....................................................................................................................................................................................................... pc. -

Dak.R.LUC43.1088C from 18 x 18 to 30 x 30 mm.......................................................................................................................................................................................................... pc. -

Dak.R.LUC43.1089C from 30 x 30 to 50 x 50 mm........................................................................................................................................................................................................ pc. -

Dak.R.LUC43.1090C from 50 x 50 to 80 x 80 mm....................................................................................................................................................................................................... pc. -

Dak.R.LUC45.1091C from 18 x 18 to 30 x 30 mm.......................................................................................................................................................................................................... pc. -

Dak.R.LUC45.1092C from 30 x 30 to 50 x 50 mm........................................................................................................................................................................................................ pc. -

Dak.R.LUC45.1093C from 50 x 50 to 80 x 80 mm....................................................................................................................................................................................................... pc. -

3. TECHNICAL SPECIFICATION


