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SNOW GUARD
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Code Description Weight Pkg / Pallet

LUC80-1139 Pre-painted Snow Guard for Roof Tile 0,3 kg/pc. 100 pcs. / 1.000 pcs.

LUC80-1139R Copper Snow Guard for Roof Tile 0,3 kg/pc. 100 pcs. / 1.000 pcs.

LUC80-1139I Stainless Steel Snow Guard for Roof Tile 0,3 kg/pc. 100 pcs. / 1.000 pcs.

LUC80-1139IR Copper-plated Stainless Steel Snow Guard for Roof Tile 0,3 kg/pc. 100 pcs. / 1.000 pcs.

1. CODE REGISTRY

MATERIAL Made of copper, pre-painted steel, stainless steel or coppered steel.

2. USE
Used to avoid the unexpected slipping of the snow and guarantee a gradual falling, in order to reduce danger for the persons or objects nearby.

Specification Description Unity Price

Dak.R.LUC80.1139x
Supply and installation of Available for the main used covering system.
Made of copper, pre-painted steel, stainless steel or coppered steel.
Used to avoid the unexpected slipping of the snow and guarantee a gradual falling, in order to reduce danger for the persons or 
objects nearby.

Dak.R.LUC80.1139 Pre-painted............................................................................................................................................................................................................................................................................................. pc. -

Dak.R.LUC80.1139R Copper........................................................................................................................................................................................................................................................................................................ pc. -

Dak.R.LUC80.1139I Stainless Steel........................................................................................................................................................................................................................................................................................ pc. -

Dak.R.LUC80.1139IR Copper-plated....................................................................................................................................................................................................................................................................................... pc. -

3. TECHNICAL SPECIFICATION


