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STRONG GRATING

Code Description Dimension (mm) Weight Colour Pkg. / Pallet

POZ90-1351S Strong grating 130 130 x 20 x 500 0,565 kg/pc. Grey 1 pc. / 680 pcs

POZ90-1351SN Black Strong grating 130 130 x 20 x 500 0,600 kg/pc. Black 1 pc. / 680 pcs

1. CODE REGISTRY

MATERIAL Made of PP (polypropylene).

material weight water passage

POZ90-1351S Polypropylene 0,565 kg 162,5 cm2

POZ90-1351SN Polypropylene 0,600 kg 162,5 cm2

2. USE
Use in pedestrian areas and in areas of occasional passage (not longitudinal) of motorcycles and/or cars, not exceeding the weight of 1.5 tons.

Specification Description Unity Price

Dak.D.POZ90.1351Sx

Supply and installation to grating for channel, with a slotted design that allows a greater drainage capacity in the 
presence of heavy rainfall.
Dimensions 130 x 20 x 500 mm.
Available in light grey or black.
Made of PP (polypropylene).
Use in pedestrian areas and in areas of occasional passage (not longitudinal) of motorcycles and/or cars, not exceeding 
the weight of 1.5 tons.

Dak.D.POZ90.1351S Strong grating - Grey............................................................................................................................................................................................................................................... pc. -
Dak.D.POZ90.1351SN Black Strong grating - Black.............................................................................................................................................................................................................................. pc. -
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