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B125 GALVANIZED STEEL GRATING

Code Description Dimension (mm) Weight Colour Pkg. / Pallet

POZ90-1351ZBQ B125 galvanized steel 33x33 130 130 x 20 x 1.000 2,16 kg/pc. Galvanized steel 1 pc. / 288 pcs

POZ90-1361ZBQ B125 galvanized steel 33x33 200 200 x 20 x 1.000 4,06 kg/pc. Galvanized steel 1 pc. / 204 pcs

1. CODE REGISTRY

MATERIAL Made of hot galvanized steel.

material water passage

POZ90-1351ZBQ Galvanized Steel 1089 cm2

POZ90-1361ZBQ Galvanized Steel 1524,6 cm2
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Specification Description Unity Price

Dak.D.POZ90.13x1ZBQ

Supply and installation to grating for Dakota’s channel.
Dimensions of the mesh 33 x 33 mm. 
Loading class of the grating: B125 (12,5 tons).
Made of hot galvanized steel.
Used in any domestic environment and/or public driveway

Dak.D.POZ90.1351ZBQ B125 galvanized steel 33x33 - 130 mm........................................................................................................................................................................................................ pc. -
Dak.D.POZ90.1361ZBQ B125 galvanized steel 33x33 - 200 mm...................................................................................................................................................................................................... pc. -

3. TECHNICAL SPECIFICATION

2. USE
Used in any domestic environment and/or public driveway.


