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FINNED TUBE SPACER

Code Description Dimension (mm) Weight Pkg. / Pallet

PRO17-1623 Finned tube spacer ø 9 x 2.000 6,00 kg/box 100 m / 150 boxes

PRO17-1624 Finned tube spacer ø 12 x 2.000 7,00 kg/box 100 m / 150 boxes

PRO11-1651 Cap for rigid tube for panels ø 9 1 gr/pc. 1.000 pcs. / - pcs.

PRO11-1652 Cap for rigid tube for panels ø 12 2 gr/pc. 1.000 pcs. / - pcs.

MATERIAL Made of thermoset plastic.
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2. DESCRIPTION
2 meters long bars ø 9/12 mm finned.
Supplied in plastic bags (finned) ø 9/12 mm

3. USE
Specific use in construction. It keeps the formwork at same distance (in horizontal way) during the pour of concrete. Cap and washer used in the construction 
industry, to close pipe lines.

Specification Description Unity Price

Dak.O.PRO17.162x
Supply and installation of rigid tube for panels, 2 meters long bars, ø 9/12 mm finned and 2 meters long bars, ø 30 mm dish.
Made of thermoset plastic.
Specific use in construction.
It keeps the formwork at same distance (in horizontal way) during the pour of concrete.

Dak.O.PRO17.1623 Dimension ø 9 x 2.000 mm...................................................................................................................................................................................................... pcs -
Dak.O.PRO17.1624 Dimension ø 12 x 2.000 mm..................................................................................................................................................................................................... pcs -

Dak.O.PRO11.1651 Finned - Dimension ø 9 mm.................................................................................................................................................................................................... pcs -
Dak.O.PRO11.1652 Finned - Dimension ø 12 mm.................................................................................................................................................................................................. pcs -

4. TECHNICAL SPECIFICATION


