
26 September, 2018 - rev.1
TECHNICAL DATA SHEET

ROOF
pag. 
1/1

This data sheet supersedes and replaces all previous ones. The information contained herein is accurate to our present knowledge.
Dakota Group S.a.S. assumes no responsibility or liability with respect to the information given. Dakota Group S.a.S. reserves the right to change speci cations and models without prior 
notice. Dakota Group S.a.S. - Via Don Cesare Scala, 55 - Brentino Belluno (VR) - Italy - tel. 045-6284080 - fax. 045-6284075 www.dakota.eu - info@dakota.eu o u cio.tecnico@dakota.eu

It is used to prevent the passage of vapour.
It is suggested in areas subjected to variable humidity.

DIFU STOP ALU 1500

Code Description Dimensions (m) Weight Colour Pkg. / Pallet

LUC70-9097 Difu Stop Alu 1500 1,50 x 50 130 gr/m2 Aluminum 75 m2 / 30 rolls

1. CODE REGISTRY

MATERIAL Made of PE (polyethylene) and aluminum.

2. USE

PROPERTIES REFERENCE STANDARD UNITY Difu Stop Alu 120
TENSILE STRENGTH MD/CD: EN 12311-1 [N/5cm MD/CD] 480 / 480

RESISTANCE TO TEARING (NAIL SHANK) MD/CD: EN 12311-1 N/20cm MD/CD] 100 / 100

RESISTANCE TO TEMPERATURES °C (min. / max.) -30 / +80

VALUE SD
EN ISO 12572 m > 100

UV RESISTANCE (NOT COVERED) month 1
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Specification Description Unity Price

Dak.R.LUC70.9097

Supply and installation of Vapour barrier.
It is composed of 1 layer in aluminum and 2 layers in polyethylene. 
Rolls = 1,50 x 50 m.
Single packed in cellophane tape.
Made of PE (polyethylene) and aluminum.
It is used to prevent the passage of vapour.
It is suggested in areas subjected to variable humidity.
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