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PEGASUS PLUS CHANNEL 130 x 75

Code Description Dimensions (mm) Weight Colour Pkg. / Pallet

POZ91-1305P Pegasus Plus 130/75 130 x 75 x 1.000 1,066 kg/pc. Grey 24 pc. / 96 pc.

POZ91-1305PN Pegasus Plus 130/75 130 x 75 x 1.000 1,066 kg/pc. Black 24 pc. / 96 pc.

POZ90-1305PB Pegasus Plus 130/75 130 x 75 x 1.000 1,066 kg/pc. White 24 pc. / 96 pc.

MATERIAL Made of PP (polypropylene).

a a1 b c d e lenght ø lat. ø bot.

POZ9x-1305PX 130 102 51 20 137 84 1.000 - 75/100 mm
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Specification Description Unity Price

Dak.D.POZ9x.1305Px

Supply and installation of drainage channel for collection of meteoric waters.
Engeneered and reinforced for a high resistance.
Available in grey, black, silver or white colour.
External bottom outlet are ø 75/100 mm.
Using the rubber gasket and the pipe connector (available as accessories), it is possibile to connect outflow pipe of 110 mm 
diameter. available also ø 110 mm.
Made of PP (polypropylene).
Used for the collection and drainage of rainwater.
The matching to its range of gratings allows the use in pedestrian or light traffic areas.
Dimension 137 x 84 x 1.000..........................................................................................................................................................................................................................................

- -

Dak.D.POZ91.1305P Grey - liquid section (51 x 102)............................................................................................................................................................................ pc. -
Dak.D.POZ91.1305PN Black - liquid section (51 x 102).......................................................................................................................................................................... pc. -
Dak.D.POZ90.1305PB White - liquid section (51 x 102)......................................................................................................................................................................... pc. -

Used for the collection and drainage of rainwater.
The matching to its range of gratings allows the use in pedestrian or light traffic areas.
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