
rev: 01 - 1023
TECHNICAL DATA SHEET

BUILDING
pag. 
1/1

This data sheet supersedes and replaces all previous ones. The information contained herein is accurate to our present knowledge.
Dakota Group S.a.S. assumes no responsibility or liability with respect to the information given. Dakota Group S.a.S. reserves the right to change specifications and models without prior 
notice. Dakota Group S.a.S. - Via Don Cesare Scala, 55 - Brentino Belluno (VR) - Italy - www.dakota.eu - info@dakota.eu

Code Description Dimensions (mm) Weight Colour Pkg. / Pallet
ZIN32-1680G Junction element for starter track 30 226 gr. /box. White 100 pcs. / - box.

MATERIAL Made in hard rubber.

JUNCTION ELEMENT FOR STARTER TRACK

4. TECHNICAL SPECIFICATION
Specification Description Unity Price

Dak.B.ZIN32.1680G
Supply and installation of junction element for a linear and fast pose of the starting bases made in aluminum.
Made of hard rubber.
Used for splicing horizontally the starting tracks preventing detachment caused temperature changes.

box. -

3. USE

2. DESCRIPTION

Used for splicing horizontally the starting tracks preventing detachment caused temperature changes.

Stiff rubber jointing element to achieve smooth and fast installation of aluminum starting bases.
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