
 

 

 

T-BEND PENDANT 
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1. DATA AND DOCUMENTATION 

Code Description Dimensions 

(mm) 

Weight Colour Pkg. / Pallet 

GAN01-5124 Pendant ø 4 125 0.015 kg/pc. Steel 100 pcs. / 30,000 
pcs. 

GAN01-5125 Pendant ø 4 250 0.027 kg/pc. Steel 100 pcs. / 20,000 
pcs. 

GAN01-5126 Pendant ø 4 375 0.040 kg/pc. Steel 100 pcs. / 21,000 

pcs. 

GAN01-5127 Pendant ø 4 500 0.052 kg/pc. Steel 100 pcs. / 10,000 
pcs. 

GAN01-5128 Pendant ø 4 750 0.077 kg/pc. Steel 100 pcs. / 10,000 
pcs. 

GAN01-5129 Pendant ø 4 1.000 0.102 kg/pc. Steel 100 pcs. / 10,000 
pcs. 

GAN01-5130 Pendant ø 4 1.500 0.152 kg/pc. Steel 100 pcs. / 5,000 pcs. 

GAN01-5131 Pendant ø 4 2.000 0.202 kg/pc. Steel 100 pcs. / 5,000 pcs. 

GAN01-5132 Pendant ø 4 2.500 0.250 kg/pc. Steel 100 pcs. / - pcs. 

GAN01-5133 Pendant ø 4 3.000 0.300 kg/pc. Steel 100 pcs. / - pcs. 

MATERIAL Made of galvanised steel. 

 

 

 

2. USE 
Used for plasterboard and sheet metal. 

 
 
 

3. SPECIFICATION ITEMS 

Entry Description Unit Price 

 

Dak.B.GAN01.51xx 

Supply and installation of T-fold Pendant. Packed in boxes. 
Made of galvanised steel. 
Used as support for the plasterboard structure. 

  

Dak.B.GAN01.5124 ø 4 x 125 mm...................................................................................................................................................................................................................................................... pc. - 

Dak.B.GAN01.5125 ø 4 x 250 mm.................................................................................................................................................................................................................................................... pc. - 

Dak.B.GAN01.5126 ø 4 x 375 mm..................................................................................................................................................................................................................................................... pc. - 

Dak.B.GAN01.5127 ø 4 x 500 mm..................................................................................................................................................................................................................................................... pc. - 

Dak.B.GAN01.5128 ø 4 x 750 mm.................................................................................................................................................................................................................................................... pc. - 

Dak.B.GAN01.5129 ø 4 x 1,000 mm................................................................................................................................................................................................................................................. pc. - 

Dak.B.GAN01.5130 ø 4 x 1,500 mm................................................................................................................................................................................................................................................. pc. - 

Dak.B.GAN01.5131 ø 4 x 2,000 mm................................................................................................................................................................................................................................................ pc. - 

Dak.B.GAN01.5132 ø 4 x 2,500 mm................................................................................................................................................................................................................................................ pc. - 

Dak.B.GAN01.5133 ø 4 x 3,000 mm................................................................................................................................................................................................................................................ pc. - 

 BUILDING FIXING 
This data sheet replaces and cancels the previous ones. The information contained herein corresponds to our current knowledge. 
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