
 

 

 

FIXALA - BLACK PHOSPHATED SELF-TAPPING SCREW NAIL TIP 
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1. DATA AND DOCUMENTATION 

Code Description Dimensions 

(mm) 

Weight Colour Pkg. / Pallet 

MIN01-5200 Fixala - Self Tapping Screw Black Nailhead with adapter ø 3.5 x 25 1.36 kg/cf. Black 1,000 pcs / 384,000 pcs. 

MIN01-5200P Fixala Plus - Self Tapping Screw Black Nailhead with adapter ø 3.5 x 25 1.36 kg/cf. Black 1,000 pcs / 384,000 pcs. 

MIN01-5201 Fixala - Self Tapping Screw Black Nailhead with adapter ø 3.5 x 35 1.67 kg/cf. Black 1,000 pcs. / 288,000 pcs. 

MIN01-5202 Fixala - Self Tapping Screw Black Nailhead with adapter ø 3.5 x 45 1.16 kg/cf. Black 500 pcs. / 576,000 
pcs. 

MATERIAL Made of steel with phosphating treatment for protection. 
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2. USE 
Used for plasterboard and sheet metal. 

 
 

3. SPECIFICATION ITEMS 
 

Entry Description Unit Price 

 
Dak.B.MIN01.520x 

Supply and installation of Screw for fixing plasterboard sheets on metal structures, black phosphated, nail tip and countersunk 
head. 
Dimensions ø 3.5 x 25, ø 3.5 x 35, ø 3.5 x 45 mm. 
Fixala Plus guarantees even better performance. 
Packed in boxes of 1,000 pcs. and 500 pcs. 
Made of steel with a phosphating treatment for protection. Used for 
plasterboard and sheet metal. 

  

Dak.B.MIN01.5200 ø 3.5 x 25................................................................................................................................................................................................................................................................ cf. - 

Dak.B.MIN01.5200P ø 3.5 x 25................................................................................................................................................................................................................................................................ cf. - 

Dak.B.MIN01.5201 ø 3.5 x 35................................................................................................................................................................................................................................................................ cf. - 

Dak.B.MIN01.5202 ø 3.5 x 45................................................................................................................................................................................................................................................................ cf. - 

 

BUILDING FIXING 
This data sheet replaces and cancels the previous ones. The information contained herein corresponds to our current knowledge. 

No liability or recourse can be derived from them. Dakota Group S.a.S. reserves the right to change specifications and models without prior notice. Dakota Group S.a.S. - Via Don 
Cesare Scala, 55 - Brentino Belluno (VR) - Italy - www.dakota.eu - info@dakota.eu 
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5200 ø 3,5 25,00 mm 

5200P ø 3,5 25,00 mm 

5201 ø 3,5 35,00 mm 

5202 ø 3,5 45,00 mm 
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