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1. DATA AND DOCUMENTATION 

Code Description Dimensions 
(mm) 

Weight Colour Pkg. / Pallet 

GAN01-5135 Pendant ø 4 'G' shape 125 0.015 kg/pc. - 100 pcs. / 50,000 
pcs. 

GAN01-5136 Pendant ø 4 'G' shape 250 0.015 kg/pc. - 100 pcs. / 20,000 
pcs. 

GAN01-5137 Pendant ø 4 'G' shape 375 0.015 kg/pc. - 100 pcs. / 21,000 pcs. 

GAN01-5138 Pendant ø 4 'G' shape 500 0.015 kg/pc. - 100 pcs. / 10,000 pcs. 

GAN01-5139 Pendant ø 4 'G' shape 750 0.015 kg/pc. - 100 pcs. / 10,000 pcs. 

GAN01-5140 Pendant ø 4 'G' shape 1.000 0.015 kg/pc. - 100 pcs. / 10,000 pcs. 

GAN01-5141 Pendant ø 4 'G' shape 1.500 0.015 kg/pc. - 100 pcs. / 5,000 pcs. 

GAN01-5142 Pendant ø 4 'G' shape 2.000 0.015 kg/pc. - 100 pcs. / 5,000 pcs. 

GAN01-5143 Pendant ø 4 'G' shape 2.500 0.015 kg/pc. - 100 pcs. / - pcs. 

GAN01-5144 Pendant ø 4 'G' shape 3.000 0.015 kg/pc. - 100 pcs. / - pcs. 

MATERIAL Made of galvanised steel. 

 

2. USE 
Used as support for the plasterboard structure. 

 

 

3. SPECIFICATION ITEMS 
Entry Description Unit Price 

 
Dak.B.GAN01.51xx 

Supply and installation of G-fold Pendant. Packaged in boxes. 
Made of galvanised steel. 
Used as support for the plasterboard structure. 

 
cf. 

 
- 

Dak.B.GAN01.5135 Size 125 mm........................................................................................................................................................................................................................................................ cf. - 

Dak.B.GAN01.5136 Size 250 mm....................................................................................................................................................................................................................................................... cf. - 

Dak.B.GAN01.5137 Size 375 mm........................................................................................................................................................................................................................................................ cf. - 

Dak.B.GAN01.5138 Size 500 mm....................................................................................................................................................................................................................................................... cf. - 

Dak.B.GAN01.5139 Size 750 mm....................................................................................................................................................................................................................................................... cf. - 

Dak.B.GAN01.5140 Size 1,000 mm................................................................................................................................................................................................................................................... cf. - 

Dak.B.GAN01.5141 Size 1,500 mm.................................................................................................................................................................................................................................................... cf. - 

Dak.B.GAN01.5142 Size 2,000 mm.................................................................................................................................................................................................................................................. cf. - 

Dak.B.GAN01.5143 Size 2,500 mm................................................................................................................................................................................................................................................... cf. - 

Dak.B.GAN01.5144 Size 3,000 mm.................................................................................................................................................................................................................................................. cf. - 
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