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Code Description Dimensions (mm) Weight Colour Pkg. / Pallet
ZIN32-1680/3 Aluminum starter track profile 30 x 2.500 150 gr. /m Aluminum 25 m / 2.025 m

ZIN32-1680/4 Aluminum starter track profile 40 x 2.500 170 gr. /m Aluminum 25 m / 1.725 m

ZIN32-1680/5 Aluminum starter track profile 50 x 2.500 176 gr. /m Aluminum 25 m / 1.275 m

ZIN32-1680/6 Aluminum starter track profile 60 x 2.500 210 gr. /m Aluminum 25 m / 1.175 m

ZIN32-1680/7 Aluminum starter track profile 70 x 2.500 220 gr. /m Aluminum 25 m / 1.125 m

ZIN32-1680/8 Aluminum starter track profile 80 x 2.500 240 gr. /m Aluminum 25 m / 925 m

ZIN32-1680/10 Aluminum starter track profile 100 x 2.500 340 gr. /m Aluminum 25 m / 800 m

ZIN32-1680/12 Aluminum starter track profile 120 x 2.500 387 gr. /m Aluminum 25 m / 675 m

ZIN32-1680/14 Aluminum starter track profile 140 x 2.500 434 gr. /m Aluminum 25 m / 600 m

ZIN32-1680/16 Aluminum starter track profile 160 x 2.500 600 gr. /m Aluminum 25 m / 500 m

ZIN32-1680/18 Aluminum starter track profile 180 x 2.500 700 gr. /m Aluminum 25 m / 500 m

ZIN32-1680/20 Aluminum starter track profile 200 x 2.500 800 gr. /m Aluminum 25 m / 400 m

MATERIAL Made of aluminum.

ALUMINUM STARTER TRACK PROFILE

3. TECHNICAL SPECIFICATION
Specification Description Unity Price

Dak.B.ZIN32.1680/x
Supply and installation of starting pro le, with the end section fitted as drip protection.
Available in different sizes depending on the thickness of the insulating panels.
Made of aluminum.
Used as a starting element for laying horizontal insulation panels in the ETICS systems.

Dak.B.ZIN32.1680/3 Dimension 30 x 2.500 mm.......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/4 Dimension 40 x 2.500 mm......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/5 Dimension 50 x 2.500 mm.......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/6 Dimension 60 x 2.500 mm.......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/7 Dimension 70 x 2.500 mm.......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/8 Dimension 80 x 2.500 mm......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/10 Dimension 100 x 2.500 mm........................................................................................................................................................................................................................................................ box. -

Dak.B.ZIN32.1680/12 Dimension 120 x 2.500 mm........................................................................................................................................................................................................................................................ box. -

Dak.B.ZIN32.1680/14 Dimension 140 x 2.500 mm....................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1680/16 Dimension 160 x 2.500 mm........................................................................................................................................................................................................................................................ box. -

Dak.B.ZIN32.1680/18 Dimension 180 x 2.500 mm........................................................................................................................................................................................................................................................ box. -

Dak.B.ZIN32.1680/20 Dimension 200 x 2.500 mm....................................................................................................................................................................................................................................................... box. -

2. USE
Used as a starting element for laying horizontal insulation panels in the ETICS systems.
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