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Code Description Dimensions (mm) Weight Colour Pkg. / Pallet
ZIN32-1681/3 Ending profile 30 x 2.500 150 gr. /m White 25 m / - m

ZIN32-1681/4 Ending profile 40 x 2.500 170 gr. /m White 25 m / - m

ZIN32-1681/5 Ending profile 50 x 2.500 250 gr. /m White 25 m / - m

ZIN32-1681/6 Ending profile 60 x 2.500 280 gr. /m White 25 m / - m

ZIN32-1681/7 Ending profile 70 x 2.500 330 gr. /m White 25 m / - m

ZIN32-1681/8 Ending profile 80 x 2.500 400 gr. /m White 25 m / - m

ZIN32-1681/10 Ending profile 100 x 2.500 500 gr. /m White 25 m / - m

MATERIAL Made of pre-painted aluminum.

ENDING PROFILE

3. TECHNICAL SPECIFICATION
Specification Description Unity Price

Dak.B.ZIN32.1681/x
Supply and installation of ending vertical and horizontal white pre-painted profile (thickness 0,8 - 1,2 mm).
Made of pre-painted aluminum.
Used to close the insulating panels, in critical fixing points (eg. Close to wooden roofs).

Dak.B.ZIN32.1681/3 Dimension 30 x 2.500 mm.......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1681/4 Dimension 40 x 2.500 mm......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1681/5 Dimension 50 x 2.500 mm.......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1681/6 Dimension 60 x 2.500 mm......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1681/7 Dimension 70 x 2.500 mm.......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1681/8 Dimension 80 x 2.500 mm......................................................................................................................................................................................................................................................... box. -

Dak.B.ZIN32.1681/10 Dimension 100 x 2.500 mm........................................................................................................................................................................................................................................................ box. -

2. USE
Used to close the insulating panels, in critical fixing points (eg. Close to wooden roofs).
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