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Code Description Dimensions (mm) Weight Colour Pkg. / Pallet
ZIN32-1680/P1K Kit PVC starter track profile with support 80-140 l. 2.500 23,00 kg/m White 25 m / 21 box.

ZIN32-1680/P2K Kit PVC starter track profile with support 120-180 l. 2.500 23,00 kg/m White 25 m / 21 box.

ZIN32-1680/P3K Kit PVC starter track profile with support 160-240 l. 2.500 23,00 kg/m White 25 m / 21 box.

MATERIAL Made of PVC and fiber glass mesh.

KIT PVC STARTER TRACK PROFILE WITH SUPPORT
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3. TECHNICAL SPECIFICATION
Specification Description Unity Price

Dak.B.ZIN32.1680/PxK
Supply and installation of starter Kit profile made of various supports and a terminal with PVC and fiber glass mesh that acts as 
a drip protection.
Made of PVC and fiber glass mesh.
Used as a starting element for laying horizontal insulation panels in the ETICS systems.

Dak.B.ZIN32.1680/P1K Dimension 80-140 l. 2.500 mm................................................................................................................................................................................................................................................ box. -

Dak.B.ZIN32.1680/P2K Dimension 120-180 l. 2.500 mm.............................................................................................................................................................................................................................................. box. -

Dak.B.ZIN32.1680/P3K Dimension 160-240 l. 2.500 mm............................................................................................................................................................................................................................................. box. -

2. USE
Used as a starting element for laying horizontal insulation panels in the ETICS systems.

KIT PVC STARTER TRACK PROFILE WITH SUPPORT


