
204 15

20
4

13

OUTDOOR

17 May, 2019 - rev.0
TECHNICAL DATA SHEET

pag. 
1/2

This data sheet supersedes and replaces all previous ones. The information contained herein is accurate to our present knowledge.
Dakota Group S.a.S. assumes no responsibility or liability with respect to the information given. Dakota Group S.a.S. reserves the right to change speci cations and models without prior 
notice. Dakota Group S.a.S. - Via Don Cesare Scala, 55 - Brentino Belluno (VR) - Italy - tel. 045-6284080 - fax. 045-6284075 www.dakota.eu - info@dakota.eu o ufficio.tecnico@dakota.eu

PLASTIC KIT FOR LATERAL FINISHING - ARKIMEDE

Code Description Dimension (mm) Weight Pkg. / Pallet

TER09-1152/3B Kit of 10 plates, 10 lateral supports and 30 tile fixing clips for lateral finishing 204 x 204 - kg/set. 1 set / 144 set

MATERIAL Made of PP (Polypropylene).

WORKS WITH 
HEAD FOR TILES 

OF THE ARKIMEDE
SUPPORT ONLY

WORKS WITH 
RUBBER SHIM 
(TER09-1143/G)

ADJUSTABLE CLIP 
FROM 8 TO 38 MM
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2. USE
Used for the perimeter finish in the absence of a lateral wall, in the installation of raised floors with Arkimede supports.
The adjustble clips allow the fixing of tiles of different thickness, from 8 to 38 mm, in a very easy and simple way.
Plate and Lateral Clip fit with Head for Tile (2 or 4 mm) of the Arkimede supports only.

Specification Description Unity Price

Dak.O.TER09.1152/3B

Supply and installation of Plate and Lateral Clip made of PP for the lateral finishing of the perimeter space in the absence of a 
lateral wall. 
Specifically designed for application with the Arkimede supports only.
Made of PP (Polypropylene).
Used for the perimeter finish in the absence of a lateral wall, in the installation of raised  oors with Arkimede supports.
The adjustble clips allow the  xing of tiles of different thickness, from 8 to 38 mm, in a very easy and simple way.
Plate and Lateral Clip fit with Head for Tile (2 or 4 mm) of the Arkimede supports only.
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