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ARKIMEDE 18 - DECKING

Code Description Dimension (mm) Weight (kg) Pkg. / Pallet

TER09-1145/1A ARKIMEDE 18 - Decking from 18 to 36 0,157 30 pcs / 1.200 pcs

MATERIAL Made of PP (polypropylene).

1. CODE REGISTRY

INDEX
1. Code Registry

2. Description

3. Use

4. Fields of use

5. Load test

6. Technical specification

ø 200

ø 112,4

ø 120,9

ø 30,5

18
,0

19
,0

14
,1

10
,0

8,0 
kN*



OUTDOOR

6 August, 2021  - rev.3
TECHNICAL DATA SHEET

pag. 
2/3

This data sheet supersedes and replaces all previous ones. The information contained herein is accurate to our present knowledge.
Dakota Group S.a.S. assumes no responsibility or liability with respect to the information given. Dakota Group S.a.S. reserves the right to change speci cations and models without prior 
notice. Dakota Group S.a.S. - Via Don Cesare Scala, 55 - Brentino Belluno (VR) - Italy - tel. 045-6284080 - fax. 045-6284075 www.dakota.eu - info@dakota.eu o u cio.tecnico@dakota.eu

ARKIMEDE 18 - DECKING

3. USE
Used in external areas, terraces, pavements.

Operating temperature: from - 40 ° C to + 80 ° C.
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4. FIELDS OF USE
Waterproof membrane, hard insulating panels, screeds and solid and compact pose plans

2. DESCRIPTION
ARKIMEDE 18 support with adjustable height starting from 18 mm. 
Base laying surface: 314 cm2.
Head diameter: 120 mm with a laying surface of 113 cm2.
Available versions:
• Box composed by the base, rotating nut and head with 1 tab for decking and 9 mm extension.
The base allows the correct water drainage.
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5. LOAD TEST

Maximum Load at 
yield [kN]

Test 1 10,90

Test 2 10,70

Test 3 11,60

Average Value 11,06
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ARKIMEDE 18 - DECKING

Specification Description Unity Price

Dak.O.TER09.1145/x

Supply and installation of ARKIMEDE 18 DECKING support with adjustable height starting from 18 mm to a maximum of 36 mm. 
Base laying surface: 314 cmq.
Head diameter: 120 mm with a laying surface of 113 cmq.
Available versions:
• Box composed by the base, rotating nut and head with 1 tab for joists and 9 mm extension.
The base allows the correct water drainage.
Made of PP (polypropylene).
Used in external areas, terraces, pavements.

pcs -

Dak.O.TER09.1145/1A 1 tab................................................................................................................................................................................................................................................................ pcs -

6. TECHNICAL SPECIFICATION


