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WHITE JOLLY STANDARD PVC PROFILE 
from h 6,0 to h 12,5 mm.

Code Description (mm) Weight Colour Pkg. / Pallet

PRO07-1806B White Jolly Profile h 6,0 x 2.700 0,076 kg/m White 216 m / 70 box

PRO07-1808B Plus White Jolly Profile h 8,0 x 2.700 0,060 kg/m White 216 m / 70 box

PRO07-1810B Plus White Jolly Profile h 10,0 x 2.700 0,087 kg/m White 216 m / 70 box

PRO07-1812B White Jolly Profile h 12,5 x 2.700 0,155 kg/m White 216 m / - box

MATERIAL Made of thermosetting plastic material.

2. USE
Used to connect corners in tile covering.

3. TECHNICAL SPECIFICATION
Specification Description Unity Price

Dak.I.PRO07.18xxB

Supply and installation of Round sectioned profile for tile floors. 
Available in white h. 6, 8, 10, 12.5 mm. 
Single shrink packaged inside a PVC tube. 
The barcode is shown both on the profile and on the tube (on the profile and on the cap).
Made of thermosetting plastic material.
Used to connect corners in tile covering.

Dak.I.PRO07.1806B h 6,0 x 2.700 mm............................................................................................................................................................................................................................................. m -

Dak.I.PRO07.1808B h 8,0 x 2.700 mm............................................................................................................................................................................................................................................ m -

Dak.I.PRO07.1810B h 10,0 x 2.700 mm........................................................................................................................................................................................................................................... m -

Dak.I.PRO07.1812B h 12,5 x 2.700 mm........................................................................................................................................................................................................................................... m -
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